
100  W rms  into 8 ohm/125 w into 4 ohm  - 1 x 15”  POWER TECH  loudspeaker - 1 x  piezo
tweeter - passive/active jacks - Gain shape master level control - Compression with ratio
and on-off switch controls - 7 band  Eq. With on-off control - master volume - Headphone
jack - XLR balanced line output  - 543W x 611 H x 300 D mm.
Available : 110V 60 Hz  –  220V 50 Hz

BA100
BASS AMPLIFIER COMBO

150  W rms  into 8 ohm/200 w into 4 ohm - 1 x 15” POWER TECH  loudspeaker - 1 x  pie-
zo  tweeter - passive / active jacks - Gain shape master level  control - Compression with
ratio and on-off switch controls - 7 band  Eq. With on-off control - master volume - Headpho-
ne  jack - XLR  balanced line output - 502W x 640 H x 324 D mm. - Available : 110V 60 Hz
–  220V 50 Hz

BA150
BASS AMPLIFIER COMBO

GUITAR AMPLIFIER

300  W rms  into 4 ohm/200 w  into 8  ohm - passive / active jacks - Gain shape master
level  control - Compression with ratio and on-off switch controls - 7 band  Eq. With on-off
control - master volume - Headphone  jack - XLR  balanced line output - 502W x 235 H x
329 D mm. - Available : 110V 60 Hz  –  220V 50 Hz

BA300 H
BASS HEAD AMPLIFIER

4 X 10” POWER TECH loudspeaker - 1 X  high dinamic  tweeter - 400 w  RMS power handling
608W x 638 H x 403  D mm.

BC400
BASS SPEAKER CABINET
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All tube circuitry - 100 Watt  RMS - External output speaker jack 8-16 ohm - Three way rec-
tifier switch (class  A- tub /class AB1- tube/class AB2SS ) - overdrive  channel  with gain
1 gain 2 , contour gain switch bass middle treble and level control, - Clean channel  with
level treble middle bass control - Channels  switchables by footswitch (included) 
Master reverb - Master volume - Headphone  jack - Stand-by switch - External  effect send
return with level controls - Headphone jack - Ground lift switch - 689W x 265 H x 274 D
mm. - Available : 110V 60 Hz  –  220V 50 Hz

GV100HR
GUITAR TUBE AMPLIFIER HEAD

All tube circuitry - 50 Watt  RMS - External output  speaker jack  4 - 8  ohm - Three way rectifier
switch (class  A- tube/class AB1- tube/class AB2SS) - 2 x 12” POWER TECH loudspeaker -
overdrive  channel with gain 1  gain 2  gain switch , contour gain switch bass middle treble
and level control, - Clean channel with level boost switch treble middle bass control - Channels
switchables  by footswitch (included) - Master reverb - Master volume - Headphone jack -
Stand-by switch - External  effect  send  return  with level controls - Headphone  jack - Ground
lift switch - 689W x 530 H x 279 D mm. - Available : 110V 60 Hz  -  220V 50 Hz

GV50R €
€

GUITAR TUBE AMPLIFIER COMBO

GUITAR AMPLIFIER

4 X 12” POWER TECH   loudspeaker - 300 w  RMS power handling - 4 ohm mono input
8+8  ohm  stereo  input - 776W x 786 H x 350  D  mm.

GC300S

GUITAR SPEAKER CABINET

4 X 12” POWER TECH loudspeaker - 400 w  RMS power handling - 4 ohm mono input
8+8  ohm  stereo  input - 776W x 786 H x 350  D  mm.

GC400S

GUITAR SPEAKER CABINET

GUITAR AMPLIFIER

20 Watt RMS into 4 ohm - 1 x 10” POWER TECH loudspeaker - Boost channel  performs
overdrive with gain shape level controls - Normal channel  with level treble middle bass
control - Push- Footswitch for channel selection (not included) - Master reverb - Reverb controlled
by footswitch (not included) - External output speaker jack - Headphone jack  465W x 375
H x 230 D mm. - Available: 110V 60 Hz  –  220V 50 Hz 

GA20 R

GUITAR AMPLIFIER COMBO

40  Watt RMS into 4 ohm - 1 x 12” POWER TECH loudspeaker - Boost channel  performs
overdrive with gain shape  presence  level controls, - Normal channel  with level treble middle
bass control - Push- Footswitch for channel selection (included) - Master reverb Reverb controlled
by footswitch (included) - External output speaker jack  - Line out jack  Headphone jack -
523W x 447 H x 230 D  mm. - Available: 110V 60 Hz  –  220V 50 Hz 

GA40R

GUITAR AMPLIFIER COMBO

50 + 50 Watt RMS into 8+8 ohm - 75 + 75   Watt  RMS into 4+4 ohm - 2 x 12”  POWER
TECH loudspeaker - overdrive  channel  with gain 1 gain 2 , contour  gain switch  bass
middle treble and level control, - Clean  channel  with level treble middle bass control -
Stereo chorus with rate and depth control switchable by push footswitch - Push- Footswitch
for channel selection (included) - Master reverb - Reverb controlled by footswitch (included)
- External output speaker  jack - Line out jack - External effect send return with level controls
- Headphone jack - Ground lift switch - 689W x 524 H x 279 D mm. - Available: 110V 60
Hz  –  220V 50 Hz 

GA50SR

STEREO GUITAR AMPLIFIER COMBO

100 Watt RMS into 8  ohm - 120  Watt  RMS into 4 ohm - overdrive  channel  with gain
1 gain 2 , contour gain switch  bass middle treble and level control, - Clean  channel  with
level treble middle bass control - Push- Footswitch for channel selection (included) - Master
reverb - Reverb controlled  by footswitch (included) - External output - speaker  jack - Line
out jack - External  effect send return with level controls - Headphone jack -Ground lift
switch - 625W x 250 H x 279 D mm. - Available: 110V 60 Hz  –  220V 50 Hz 

GA120 HR

GUITAR AMPLIFIER HEAD
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